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DGH4K-01P-1Y-007 (H) | 5 Housing? PA66 UL94V-0
‘ 4 Cage Copper alloy M3/Ni Plated
H ‘ 3 Current Carrier Copper alloy Sn Plated
‘ 2 Screw Copper alloy M3/Sn Plated
oFo! ‘ 1 Housingl PA66 UL94V-0
ITEM NAME OF PART MATERIAL NOTES
‘ UL #x7H/UL Standard: B C D
‘ A5E Hi s/ He AL/ Rated Voltage(V)/Current(A) 300/30 | 300/30 | 300/10
|EC #%4/IEC Standard:
‘ Jb 4 24 51l/Overvoltage Category/ 5 44 4% /Pollution Degree 111/3 111/2 11/2
i3 HL IR/ H 9fi/Rated Voltage(V)/Current(A) / 400/41 /
‘ 558 ik v (KV)/Rate Impulse Voltage (KV) / 25 /
‘ W 22 3114/ Torque Tightening(N- m/Lb.in) M3, 0.5/7.0
244770 ] (1 28 A1 28 )/ Wiire Range (rigid and flexible) (AWG/mm?) 30~10/0.2~6
| Jia i/ Pitch (mm)/ 2% %5 Fl/Poles 8.10/N=01P
2% K )5/ Stripping length(mm) 7-8
‘ A FF) 75§ 1/ Operating temperature (°C) -40~+105
| 7 £ RoHS 34+ £ 22 3k/Conform to RoHS Yes
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