
REV ECN DESCRIPTION DRFT DATE A2

2 43 5FOR-1761 Rev.1.8

B

C

D

A

Tr
an
sf
er
 o
r 
du
pl
ic
at
io
n 
of
 t
hi
s 
do
cu
me
nt
 a
s 
we
ll
 a
s 
th
e 
ut
il
iz
at

io
n 
or
 c
om
mu
ni
ca
ti
on
 o
f 
it
s 
co
nt
en
ts
 a
re
 p
ro
hi
bi
te
d 
un
le
ss
 e
xp

li
ci
t 
au
th
or
iz
at
io
n 
is
 g

ra
nt

ed
. 

Vi
ol

at
io

ns
 w
il

l 
be

 l
ia

bl
e 
fo

r 
co

mp
en
sa

ti
on
. 

Al
l 

ri
gh
ts

 r
es
er
ve
d 
fo
r 
pa
te
nt
, 
ut
il
it
y 
mo
de
l 
or
 d
es
ig
ns
 r
eg
is
tr
at
io
ns
. 
 除

非
给

予
明

确
授

权
，

否
则

禁
止

转
让

、
复

制
、

利
用

、
交

流
本

文
件

的
内

容
。

侵
犯

者
将

负
赔

偿
责

任
。
本

公
司
保
留

对
涉
及
发

明
、
实
用
新
型
和
外
观
专
利
的
所
有
权
利
。

7 8

E

F

6 119 10 12

2 43 5 7 86 119 10 121

G

H

00

兰春华 2023.03.17

龚耀志

方哲盛

2023.03.17

2023.03.17方哲盛 2023.03.17

/

5:1 1/1

15EDGVC-THR-2.5-XXP-1Y-00A&Z(H)

- 00

 MATERIAL:

NAME

SCALE

MAT NO./REV:

DRFT:

CHKD:

APPD:

SHEET

(inch)
mm 200019914

批量

已发布
DRAWING NO.

MAT STATUS:

DRAWING STATUS

CUSTOMER DRAWING
TYPE

SURFACE/COLOR:
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Reel Name POLE Reel qty.
per carton

Qty.
per

carton

Qty.
pre reel

15EDGVC-THR-2.5-REEL(44)

Width/W

2~12P

Pitch/P Width/F Width/Bo

44mm 16mm 20.3mm 32.3mm 6 1320220

WITH CHARGEWITHOUT CHARGE WITHOUT CHARGE

10 PCS 220 PCS 10 PCS 50mm

REELING DIRECTION

SCALE:1:1

Pad of single pole 
product putting direction

Pad of double pole product 
putting direction

The reel drawing just
reference only
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UL 标准/UL Standard: B C D
额定电压/电流/Rated Voltage(V)/Current(A) 150/4 / /

过压类别/Overvoltage Category/污染等级/Pollution
Degree

Ⅲ/3 Ⅲ/2 II/2

额定电压/电流/Rated Voltage(V)/Current(A) / / 250/5
额定脉冲电压(KV)/Rate Impulse Voltage(KV) / / 2.5
间距/Pitch(mm)/线数范围/Poles
使用温度范围/Operating temperature(°C)
符合RoHS环保要求/Conform to RoHS
标准颜色编号/Standard color number: PANTONE / RAL

IEC 标准/IEC Standard:

2.5/N=02~12P
­40~+130

Yes
/

3 Cap Thermoplastic UL94V-0

2 Pin Copper Sn Plated

1 Housing Thermoplastic UL94V-0

ITEM NAME OF PART MATERIAL NOTES

Note：
The A&Z(H) in the name means：A(H) and Z(H).
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